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SINE PLATE WITH MAGNETIC CHUCK  - FPSI INCH 
 

 

       

 

 

 

    

 

 

 

 

 

 

 

 

  

Use :  Grinding, EDM of thin workpieces. 

 Features :   

• Pole pitch : 2 mm (1.5mm steel + 0.5 mm brass) 

• Hardened precision ground base. 

• High rigidity, waterproof design.  

• Parallelism within 0.0001” 

• Center distance of rolls within 0.0002” 

• Pole pitch : 2 mm (1.5mm steel + 0.5 mm brass) 

• Adjustable angle 0-60° 

• Gauge block at 0° : 0 mm 

• Clamping force : 100 N/cm² 

• ALSO AVAILABLE IN METRIC DIMENSIONS 

 

Weight
B E Kg

2031/01/5X3/INCH 7 3 2,9 2 1,58 5 7

2031/01/7X4/INCH 9 4 3,3 3 1,85 7 11

2031/01/6X6/INCH 8 6 3,3 5 1,85 6 15

2031/01/10X5/INCH 12 5 3,3 4 1,85 10 20

2031/01/12X4/INCH 14 4 3,3 3 1,85 12 20

2031/01/12X6/INCH 14 6 3,3 5 1,85 12 28

Dimensions (inches)

Part Number A C D F


